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MasterCore, Bridgestone’s latest mining tire, A
is designed with smart tech inside for hard
work outside. New, innovative core E E
technology and proprietary design COMMITMENT

D E S I G N E D improvements allow these tires to work
overtime for enhanced performance.
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With increased flexibility, these tires can be
customized to meet the needs of any site so you can run

your mines more efficiently, with greater productivity.

Designed to help you achieve more efficiency and productivity, MasterCore aligns
with the Bridgestone E8 Commitment that consists of 8 Bridgestone-like values

starting with the letter “E” (Energy, Ecology, Efficiency, Extension, Economy,
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Emotion, Ease, and Empowerment) to contribute to realizing a sustainable society.
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Discover up to 5% more durability’!, 7% faster speeds™2, or 10% greater payloads™.
MasterCore’s flexibility is made possible by new compounds and a revolutionary
steel cord with new anti-rust and adhesion coatings.

*1 Comparison to Bridgestone VMTP (E2A) tires in size 27.00R49 vs Bridgestone MasterCore VMTD (E2A). Results may vary.
*2 Comparison to Bridgestone VMTP (E2A) tires in size 27.00R49 vs Bridgestone MasterCore VMTD (E1A). Results may vary.
*3 Comparison to Bridgestone VMTP (E2A) tires in size 27.00R49 vs Bridgestone MasterCore VMTD (E2A). Results may vary.




SPECIAL FEATURES

MASTERCORE VMTD

1. DEEPER TREAD DEPTH 2. PROPRIETARY CASING 3. INNOVATIVE NEW
PATTERN

Extra-Deep tread depth (14% Comprised of new compounds Significant improvement in wear

deeper than Bridgestone and a revolutionary steel cord and heat resistance compared to

VMTP) to improve tire wear. with new adhesion coatings. a standard Bridgestone VMTP.

OVERALL OVERALL STATIC MINIMUM DUAL TREAD RECOMMENDED

PLY/STAR TRA/ oTD LOAD CAPACITY*  COMPOUND /
SIZE DIAMETER WIDTH LOADED RADIUS SPACING WIDTH RIM / FLANGE
RATING APPLICATION MM] MM] M) MM] M) MM IN] [Ka] CONSTRUCTION
E1A
27.00R49 2 E-4 2,703 770 1,220 83 895 647 19.50/4.0 30,000 E2A
E3A

* See load capacity table for additional information

CONVENTIONAL VS MASTERCORE LOAD CAPACITY [KG] | BASED ON COLD INFLATION

| s | em | e | e | e | e | w0 |
83 87 91 94 98 102

psi 80

RECOMMENDED
RIM / FLANGE

Inflation
Pressure

Conventional 22,400 23,000 23,600 25,000 25,750 26,500 27,250

27.00R49 19.50/4.0

MasterCore 25,000 25,750 26,500 27,250 28,000 29,000 30,000

Please make sure you are running the appropriate Tire Load Limit, as these vary based on your operation. Contact your Bridgestone representative for additional support.
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. . R versus competetors, . .
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and improved productivity. premium service offering. with vehicle and mine systems.

global customer base.
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